InkJet-Label-Printer

The VP750 by VIPColor is the next generation of digital print-on-demand colour label
printer with Enhanced Water Resistance ink Technology.

y lor Label
| Building on the proven technology of our bestselling VP700, it utilises Enhanced Water Resistance co o r La e s

o ink Technology that produces vibrant coloured labels. The result is great looking colour labels

that are suitable for Chilled Food & Beverage, Animal Care, Cleaning products, Chemicals, Pharmaceutical Fa st cee o n - De m a n d
products and most moisture exposed products.
Improved water resistance

g The VP750 combines the performance and reliability of VIPColor VP700 industrial colour label printers,
o with the new improved inks system that gives better water (and many solvent) resistant labels,
' 4 compared to other dye ink printers and longer lasting printhead versus rst generation of Memjet
o printers. Ruggedly designed yet intuitive for in-house label production and private labelling needs, the

/ VP750 brings fast, aordable colour printing to any print environment.
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GPIO Port ——8|E2)P)
Ink Enhanced Water Fast Inks in individual USB Port —-||(11
250 ml CYMKK ink cartridges
Print speed 1600 x 1600 dpi Sk _ﬂ
print speed (max.) to 304,8 mm p/sec.
Label media width (max.) 50,8-215,9 mm Power Socket %
Label length (min. - max.) 25,4-1,016 m
Detection (GAP) 4-8mm Power Switch
Core diameter(max.) 200 mm, outside diameter
OD label roll with 76 mm
Medientyp Batch-Modus and if you need tear-off mode
Media detection GAP, Blackmark, continuous material
Interfaces USB 2.0, Ethernet 10, 100 Base-T, GPIO
Printer driver Microsoft Windows XP/Vista/Windows7 (32/64bits)
Power supply Universal internal power supply
Operation to usein a clean production environment,
15 to 350C at RH 20-80%
Barcodes 1D barcode at least Grade B ( Code 39 ) with 10mils bar width
2D barcode at least Grade B (PDF417 ) with 10mils cell size
Product size (Bx Hx L) 476 x 497 x 585 mm;
Weight 35kg
Print modes Roll-Roll, Roll-Cut, Print & Hold ( non-peel )
Label detection GAP and Blackmark length-8 mm; blackmark length 25 mm to caliper width
Label media thickness 0,1-0,3mm
Supported media Glossy , Semi-Gloss and matt inkjet coated media
Optional accessories CD (Driver + handbook),

Printhead, inkcatridges CMYKK (2 black),
Enhanced Water Fast Inks in individual 250 ml CYMKK ink cartridges
External Rewinder (RW), External Unwinder (UW)
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Stocklist InkJet-Labels

105x70 mm

1-bahnig

2000i10570

Backside with reflector mark (blackmark)
Material CP13 Glossy papier, Roll core76 mm, ; D
Rolls to 150 mm outside diameters. A 0125’(30mm) 03" (8.0mm) —
B 00 2.0” (50.8 mm) D  207(50.8mm) 8.5”(216.0 mm)
Layer ArticleNo. Labelsperroll S N/A E 207(50.8mm) 400" (1016.0 mm)
A _L_:\ /| D 2.0” (50.8 mm)  8.5” (216.0 mm) L H 1.0” (254 mm)  8.5” (216.0 mm)
40x25mm 2-bahnig 2000i4025 4.000 Tl ) E  207(50.8mm) 40.0” (1016.0 mm) G 0.125"(3.0mm) 03”(8.0mm)
50x30mm 2-bahnig 2000i5030 4.000 £
N/
/ 8oty r 7 ]l -
/ _ ! : I e
50x120mm 1-bahnig 2000i50120 600 ’ H
60x40 mm 1-bahni 2000i6040 1.700 ¥ m [ =
9 External Un-winder . :- ; ]
for 200mm (8”) OD roll
70x52mm 1-bahnig 2000i7052 #2310
Angled backlight LCD
S5PESiSimim 1-bahnig 2000i7535 1.800
80x61 mm 1—bahnig 2000i8061 1.000 Easy access to print engine &
ink cartridge bays
90x 65 mm 1-bahnig 2000i9065 1.000
100x 150 mm 1-bahnig 2000i100150 500 il
3
T le BB
4 g 4 -2159 (8,5") print width - Eth t 10/100Base-T S—
105x51mm 1-bahnig 2000i10551 1.000 -UptoTén(;oXmopo”chiWI _Gplg”e o
Individuelle Druckerpatronen - Supports Roll-Roll, Roll-Cut, Print-Hold & Fan-Fold modes -USB 2.0
mit hoher Kapazitat - Fast Time-to-First Label < 10s - Power Input

1.000 (250mITinten Depot) All connection ports are neatly designed and

well placed at the back panel

- Automatic cutter
- Remote access via Embedded Web Server

105x90

1-bahnig

2000i10590

800

11T0x70 mm

1-bahnig

2000i11070

950

Accessory

110x90 mm

1-bahnig

2000i11090

Rewinder (RW)
max. core diameter 300 mm, motorized

700

123 x47 mm

1-bahnig

2000i12347

Unwinder (UW)
max. core diameter 300 mm, motorized

1.300
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148 x98 mm

1-bahnig

2000i14898

When winding (UW) and up-winding(RW) the direction of rotation
can be set.
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750

Labels to 240 mm width rewind or relax rolls

65 mm rund

1-bahnig

2000i65

=

with core diameter to 300 mm.

1.000

Thanks to the revolutionary design and stability, you can use the rewinder and unwinder for large
and heavy work. With the weight from the rolls, you don‘t get any problems.

70%x99 mm oval

1-bahnig 2000i7099
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